Bostitch Palm Nailer Kit w/ Case
#PN100K
- Operating pressure: 70 - 100 psi
- Includes: Nailer with standard nose, finish nail nose, large bore nose, leather comfort glove, nose wrench, hex wrench, tool lubricant & spare O-rings

Bostitch Roofing Coil Nailer
#RN46-1
- Driving power: 410 in-lbs @ 100 psi
- Fastener gauge: 15°
- Fastener range: 3/4” - 1 3/4”
- Max. operating pressure: 70 - 120 psi
- Air inlet: 1/4” NPT
- Adjustable shingle guide
- Zero nail lockout feature

Bostitch Roofing Coil Nailer
#RN46-1
- Driving power: 410 in-lbs @ 100 psi
- Fastener gauge: 15°
- Fastener range: 3/4” - 1 3/4”
- Max. operating pressure: 70 - 120 psi
- Air inlet: 1/4” NPT
- Adjustable shingle guide
- Zero nail lockout feature

Bostitch Framing Clip Head Nailer
#F28WW
- 28° wire collated stick framing nails
- Magazine capacity: 100 nails
- Max. operating pressure: 70 - 90 psi
- Air Inlet: 1/4” NPT
- Driving power: 1050 in-lbs
- Fastener shank diameter: .113 - .131
- Fastener range: 2” - 3 1/2”

Bostitch Framing Clip Head Nailer
#F28WW
- 28° wire collated stick framing nails
- Magazine capacity: 100 nails
- Max. operating pressure: 80 - 120 psi
- Air Inlet: 1/4” NPT
- Driving power: 1050 in-lbs
- Fastener shank diameter: .113 - .131
- Fastener range: 2” - 3 1/2”

Bostitch Framing Clip Head Nailer
#F28WW
- 28° wire collated stick framing nails
- Magazine capacity: 100 nails
- Max. operating pressure: 70 - 120 psi
- Air Inlet: 1/4” NPT
- Driving power: 1050 in-lbs
- Fastener shank diameter: .113 - .131
- Fastener range: 2” - 3 1/2”

Bostitch Framing Clip Head Nailer
#F28WW
- 28° wire collated stick framing nails
- Magazine capacity: 100 nails
- Max. operating pressure: 70 - 120 psi
- Air Inlet: 1/4” NPT
- Driving power: 1050 in-lbs
- Fastener shank diameter: .113 - .131
- Fastener range: 2” - 3 1/2”

Bostitch Palm Nailer Kit w/ Case
#PN100K
- Operating pressure: 70 - 100 psi
- Includes: Nailer with standard nose, finish nail nose, large bore nose, leather comfort glove, nose wrench, hex wrench, tool lubricant & spare O-rings

Bostitch 18 Gauge Engineering Floor Stapler
#EHF1838K
- Adjustment from 5/16” - 7/16” for solid hardwood & 1/2” - 5/8” for engineered hardwood & engineered bamboo
- Capacity: 100 staples
- Driving power: 160 in-lbs
- Fastener range: 1” - 1 1/2”
- Includes: Stapler, no mar tips & case

Senco 16 & 17 Gauge 7/16 Crown Stapler
#NS20XP
- 1” - 2” 7/16” crown heavy wire staples
- Firing mode: Contact actuation trigger
- Operating pressure: 70 - 120 psi
- Air consumption: 3.5 SCFM
- Air inlet: 3/8” NPT

Senco Fusion Finish Nailer
#FINISHPRO42XP
- 1 1/4” - 2 1/2” nails
- Firing modes: Sequential actuation trigger
- Operating pressure: 70 - 120 psi
- Air consumption: 3.87 SCFM
- Air inlet: 3/8” NPT
- Fastener capacity: 104

Senco L Series Stapler
#SLS25
- Firing modes: Contact actuation trigger
- Operating pressure: 75 - 120 psi
- Fastener range: 3/8” - 1 1/2”
- Air inlet: 1/4” NPT
- Fastener type: 18 gauge 1/4” crown medium wire staples
- Air consumption: 1.92 SCFM

Senco 15 Gauge Angled Finish Nailer
#FINISHPRO42XP
- 1 1/4” - 2 1/2” nails
- Firing modes: Sequential actuation trigger
- Operating pressure: 70 - 120 psi
- Air consumption: 3.87 SCFM
- Air inlet: 3/8” NPT
- Fastener capacity: 104

Senco Clipped Head Nailer
#4Z0101N
- 2” - 3 1/4” nails; 34°
- Firing mode: Selectable actual trigger
- Operating pressure: 70 - 120 psi
- Air consumption: 5.2 SCFM
- Air inlet: 1/8”
- Fastener capacity: 83

Hitachi Siding Coil Nailer
#NV65AH
- Fastener type: coil, wire/plastic sheet collation
- Fastener length: 1 1/4” - 2 1/2”
- Magazine angle: 16° (wire), 15° (plastic)
- Magazine capacity: 200 - 300
- Air inlet: 1/4”
- Operating pressure: 70 - 120 psi

Hitachi Coil Framing Full Head Nailer
#NV83A5
- Nail length: 2” - 3 1/4”
- Nail diameter: .099” - .131”
- Nail capacity: 200 - 300
- Magazine angle: 16°
- Operating pressure: 70 - 120 psi

We Custom Order!
If you don’t see the nailer, fastener or accessory you need just ask! We will gladly custom order what you need to get the job done right!
Paslode 18 Gauge Kit #918000
- Nail capacity: 70 (1 strip)
- Nail range: ¾” - 2”
- Magazine angle: Straight collation
- Nail type: 18 gauge chisel point smooth, galvanized
- Includes: Nailer, battery, charger, case, glasses & manual

Paslode Li-ION Impulse Angle Finish Nailer #CF325XP
- Speed: 2 - 3 nails/sec
- Nail capacity: 1 strip
- Nail range: 2” - 3 ¼”, .113” - .131” shank diameters; 30° angle
- Nails per fuel cell: Approx. 1,200
- Battery life: Up to 9,000 nails/charge

Paslode PowerMaster Pro 30° Framing Nailer #515000
- Speed: 12 nails/sec, sequential or selectable
- Operating pressure: 80 - 120 psi
- Nail range: 2” - 3 ¼”, .113” - .131” shank
- Includes: ¾” air fitting, bump fire trigger, nails, glasses & manual

Paslode Li-ION Impulse Framing Nailer #902400
- Nail type: 16 gauge - smooth, galvanized
- Nails per fuel cell: Approx. 1,200
- Nail range: 1 ¾” - 2 ¼”; 20° angled collation
- Nail capacity: 100 (2 strips)
- Battery life: 12,000 nails
- Includes: Nailer, 7.4V battery, charger, case, glasses, manual & hex wrench

Paslode Positive Placement Framing Nailer #511800
- Nail capacity: 60
- Nail range: 1 ½” - 2 ½”
- Magazine angle: 30°
- Operating pressure: 80 - 120 psi

Price and product availability are subject to change without notice. All specials and promotions limited to stock on hand. Call for current prices. McQuade & Bannigan Inc. is not responsible for typographical errors and we make every effort to ensure the accuracy of the information published in our catalogs, flyers, and website. The documents and graphics published may contain technical inaccuracies or typographical errors. McQuade & Bannigan Inc. reserves the right to revoke any stated offer and to correct any errors, inaccuracies or omissions.